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Items to Prepare

Source of Compressed Air (Compressor)
This machine requires compressed air. You will need to prepare a compressor separately.

WARNING The pressure of the compressed air must be 1.0 MPa or less.
Anything higher may result in a serious accident such as a rupture.

WARNING Ensure that the supplied compressed air is not contaminated by water, 
oil, chemicals, or foreign objects.
The components may deteriorate or rupture, or the contaminants may be scat-
tered, posing a hazard.

WARNING Do not supply the compressed air until the air hose is connected securely.
Failure to do so may cause an accident.

The compressor must meet the following conditions.

 Control pressure: 0.7 to 1.0 MPa
 Air capacity: 114 L/min or more (per machine)
 Tank capacity: 33 L or more (per machine)
 Oil-free type
 Dryer-equipped

Air Hose
You will need to separately prepare an air hose to connect the compressor to the regulator.

The air hose must meet the following conditions.

 Hose outer diameter: 6 mm (polyurethane resin tube)

Note

Be sure to use the mounted regulator when supplying compressed air.

6 mm
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Additive
To make the coolant, you will need to prepare the designated additive separately. Contact your authorized 
Roland DG Corporation dealer to purchase additives.

Note

 Store additives in a cool, dark place.
 Due to the characteristics of the internal components, the color may change and deposits of separated 

components may form, but these do not indicate any problems with the use of the additives.
 If component deposits form, lightly shake the container to mix the components before use.

Fluid Receptacle
Because fluid accumulated in the regulator will drain out little by little, prepare a fluid receptacle such as a tray.

 P. 36 "Preparing the Regulator"


