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Daily Maintenance: 
Clean mill after EVERY cutting 

operation. (Pg. 51-53) 

Periodic 

Maintenance:  

 

DWX-42W Maintenance Guideline 

Please reference the Roland User Manual (or Roland Maintenance Guide) for more in-
depth instructions, page numbers can be found below 

Collet 

Maintenance: 

Perform Collet 

Maintenance before 

starting daily milling. 

(Pg.44-51) 

1. Remove the collet 

when prompted by 

the machine. 

2. Clean the inside 

of the spindle, outer 

and inner portions of 

the collet, and lightly 

grease outside 

tapered area of collet. 

Gently press and 

hand tighten the 

collet using the jig. 

Spindle Run-in:  
Before daily operation, perform 
“Spindle run-in (short)” daily.  
If over a month of non-use, click 
“Spindle run-in (long)”, which can 
be found under “Spindle Work 
time” (Pg. 29, 95-97)  

Default Tool Position: 
1. ZGB2-125D – 1.25mm 
2. ZGB2-50D- .5mm 
3. ZGB2-25D – 0.25mm 
4.  ZGB2-125DS 1.25mm Short 

5. Empty 

6. Empty 

D. Placeholder Pin 

Replacement Schedule: 
Coolant Once a week  

Measurements: 250ml of additive and 

12.5 ml of reagent per 4750ml of water 

Spindle Unit 1,500 hours 

Milling Burs 7 hours 

Coolant Filter Every 20 hours of mill operation 

(pg. 72-73) 

Collet If collet is deformed, or has scratches or 

rust forming  

(pg.83-87) 

Check work time hours using V-Panel 

Calibration: 
Replace dummy pin w/ 

detection pin and attach 
correction jig. 

Perform automatic 
correction by following 

the instructions. 
Replace detection pin with 

dummy pin for milling. 
(Pg.56-60) 

 

Air Regulator:  

When the bowl is dirty, 

bleed off air pressure.  

Then clean and dry the 

bowl, replace the filter if 

it is dirty. (Pg.68-69)  

Cleaning Coolant 
Nozzle:  

Should be done once a 
week using the nozzle 

cleaner (Pg.70-71) 
 

The V-Panel software below will indicate when 

maintenance needs to be preformed 

Coolant and 

Chelating Reagent: 
Coolant should be replaced 

once a week as instructed 
by V-Panel. If the mill is 

used often, add chelating 
regent after 8 hours of use.  

(Pg.62-67) 
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