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Responding to an Error Message

This section describes the error messages that may appear on VPanel window, and how to take action to remedy the prob-
lem. If the action described here does not correct the problem, or if an error message not described here appears, contact 
your authorized Roland DG Corp. dealer.

The limit switch of the displayed axis cannot be detected. Turn off the power, remove the objects which block the operation 
of the machine and accumulated cutting waste, if any, and then restart the machine.

The cutting conditions may be excessively strict. Review the settings of CAM and the shape specified in the cutting data. 
Cutting waste may hinder the operation of the machine. Clean the machine.

Release the tool forcibly by following the message of VPanel. After the tool was removed, clean the inside of the collet and 
the magazine. If the same error recurs even after the inside of the collet was cleaned, the collet may be deformed. In this 
case, replace the collet.

The tool moved out of position or was damaged due to a large load on the tool. The cutting conditions may be excessively 
strict. Review the settings of CAM and the shape specified in the cutting data. If the same message appears even after the 
cutting data was reviewed, the tool may be worn. Replace it with a new one.

The machine will come to an emergency stop if the front cover is opened when the spindle is rotating. Turn off the power, 
and close the front cover, and then restart the operation from the beginning.

Replace the tool with one of proper length (length: 40 to 55 mm). There is a possibility that the position of the tool holder is 
not correct. Check the position of the tool holder.

 P. 22, "STEP2 : Attaching a Tool"

1000-???? % limit switch is not found.
(% is any of "X", "Y", "Z", or "A".)

1006-???? % motor position is lost.
(% is any of "X", "Y", "Z", or "A".)

101D-0000  The tool has not been released.

101E-0000  The tool might be broken.
101F-0000  The tool chucking has slipped out.

1017-0000  Cover opened during operation.

1020-0000  The tool is too long.
1021-0000  The tool is too short.
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The tool is not set, or it is mounted on a wrong stocker number. Set the tool again.
There is a possibility that the ATC magazine may be out of position. Perform automatic correction. If the same message ap-
pears even after automatic correction was performed, the ATC magazine or tool may be contaminated. Clean the machine.

There was something wrong with the cutting data received from the computer. Review the cutting data.

The spindle stopped under a large cutting load. Turn off the power. The cutting conditions may be excessively strict. Review 
the settings of CAM and the cutting data.

The spindle motor stopped due to a continued high motor load or instantaneously excessive motor load. Turn off the power. 
The cutting conditions may be excessively strict. Review the settings of CAM and the shape specified in the cutting data. In 
addition, the motor may be overheated. Keep the spindle motor rested for a while, and restart it.

The dust collector is turned off or powerless. Turn on the dust collector, or check the settings of the dust collector and the filter.

1022-0000  The tool is not found.

1023-0000  The number of parameters for a RML-1 command received from the computer was incorrect.
1024-0000  The parameter for a RML-1 command received from the computer was out of range.
1025-0000  The RML-1 command from the computer could not be interpreted.
1026-0000  NC code error occurred. Address is not defined.
1027-0000  NC code error occurred. Parameter is not defined.
1028-0000  NC code error occurred. Can not be executed.

1029-0000  The spindle experienced an overload.
102A-0000  The spindle experienced overcurrent.
102D-0000  Spindle rotation is impossible because the spindle shaft is locked or voltage is too low.

102B-0000  The spindle motor temperature is high.

1030-0000  The dust collector is not working.


